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Figure 3 Calculated pressure response with and without leakage in the dry-
well for a Class I loss-of-make-up accident in a BWR Mark I con-
tainment for" an assumed high temperature debris at vessel failure
based on CORCON gas generation rates.
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Figure 4 Calculated pressure response with and without leakage in the dry-
well for a Class I loss-of-make-up accident in a BWR Mark II con-
tainment for Case 5.
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ABSTRACT

Most previous risk assessment studies have assumed catastrophic failure of contain-
ments for severe accidents which are predicted to exceed the containment yield
stress.. This investigation analyzes the progression of a severe accident in order
to develop realistic containment temperature and pressure loading, utilizes models
for containment leakage estimates for the various loading histories, and assesses
the expected failure modes and timing of releases for core melt accidents in Boil-
ing Water Reactors (BWRs) with Mark I and Mark II containments. The results of the
investigation indicate that leakage through the seal on the drywell head may be
sufficient to prevent catastrophic failure of the containments for a wide range of
hypothetical core melt scenarios. In addition, the investigation has indicated the
potential for a previously unidentified failure mode (containment liner melt-
through) for Mark I containments in which a large fraction of the core is released
from the vessel in a molten state.

INTRODUCTION

The Reactor Safety Study (1_) analysis of the Mark I BWR considered the y-mode of
containment failure as the dominant overpressure failure mode. The y-mode is de-
fined as overpressure failure of the drywell liner resulting in release of fission
products and aerosols directly into the reactor building. The failure pressure for
this event has been estimated [I) at 1.2 MPa for Peach Bottom. The nearly identi-
cal containment at Browns Ferry was estimated (2) to fail at .91 MPa using a some-
what more conservative failure criteria.

*Work performed under the auspices of the U.S. Nuclear Regulatory Commission.



However, recent results from the Severe Accident Sequence Assessment (SASA) program
analyses (3,4,5) of a Mark I BWR have indicated that high temperatures in the dry-
well during ex-vessel core/concrete interactions may result in containment failure
due to seal degradation prior to gross failure due to overpressurization. Vir-
tually all risk assessments performed to date have used a threshold model, which
defines a threshold pressure, with some associated uncertainty, at which the con-
tainment will suffer a loss of holding capability resulting in significant release
of fission product inventory. If the containment pressure loading is calculated to
be below the threshold pressure, the containment is considered to be intact and the
off-site consequences are therefore predicted to be quite low. At the request of
the NRC Severe Accident Research Plan (SARP) Senior Review Group, a Containment
Performance Working Group (CPMG) was established to develop containment leakage
models for use in severe accident source term work. These leakage models will
serve to help quantify leakage areas as a function of containment pressure and tem-
perature loading, for various containment types. The leakage models can then be
incorporated into existing containment computer codes to permit an assessment of
the effects of leakage on containment behavior for severe accidents. Specifically,
containment leakage as a function of pressure and temperature loading and the im-
pact of containment pressure relief (due to leakage) on the mode and timing of con-
tainment failure can be estimated. These results can then be used as input to a
radiological consequence analysis. Preliminary results of the CPWG have been in-
corporated into a draft report which presents approximate leakage models for six
containment types (£).

The Containment Loads Working Group (CLWG), which was also formed by the NRC, has
attempted to define potential containment loads during core meltdown accidents for
a range of containment designs. This paper utilizes the work performed by BNL in
support of the CLWG for application to BWRs with Mark I and Mark II containments in
order to estimate containment loading for the containment performance calcula-
tions. The CLWG used the concept of "standard problems" to focus on important is-
sues regarding containment loads. After considering various possible failure
modes, the CLWG concluded that tha Issue of temperature loading is the major con-
cern of the BWR Mark I and Mark II containments.

The accident sequence defined as the standard problem was a transient event with a
failure of all coolant make-up (a TQUV sequence using WASH-1400 Nomenclature). For
the TQUV event, it is assumed that all reactor vessel injection capability is lost
at the time of a reactor trip from 100% power. Because of mass loss out the safety



relief valves (SRV's) and the lack of coolant Injection, the core eventually be-

comes uncovered. When the reactor vessel bottom head fails, the corium falls onto

the dry concrete floor of the drywell and the corium/concreta reaction begins.

Steam and noncondensable gases are released from the concrete. The previously un-

oxidized zirconium will react with the steam and C0 2 released from concrete decom-

position. The d'ryweli pressure and temperature will increase beyond the design

values.

Our investigation has indicated that another mode of drywell failure must be con-

sidered in addition to the gross overpressure failure and the leak-before-failure

modes. This additional mode of failure is local ablation of the steel drywell

liner due to contact with the molten corium. Since pathways through the obstruc-

tions on the drywell floor are available, molten core debris can flow outward from

the pedestal region and contact the drywell liner (see Figure 1). As lonq as the

corium is at a temperature greater than the steel melting temperature, it will pre-

sent a threat to the containment integrity due to local melt-through. Should this

occur in a Mark I containment, a large flow path to the reactor building and stand-

by gas treatment system, bypassing the wetwell, will be available for blowdown of

the high temperature concrete decomposition gases from the ex-vessel core/concrete

interaction, aerosols, and fission products. Although the gap between the drywell

liner and the concrete may be filled with fiberglass and polyester foam (see Figure

1), at high temperatures and pressures they cannot be relied on to provide signifi-

cant resistance to the release once the liner has failed.

For the Mark II containment, there is still a possibility of the core debris con-

tacting and melting the liner. However, the liner is immediately adjacent to the

concrete wall and thus no significant leakage could pass through the hole in the

liner until the concrete also failed.

ANALYTICAL METHODS

The present results use the MARCH LIB (10) for the Mark I calculations, MARCH 1.1

(11) for the Mark II calculations, and C0RC0N-MOD 1 (12) computer codes. The MARCH

1.1B (10) computer code developed at ORNL has been used for application to severe

accidents in BWR Mark I plants. MARCH utilizes the INTER (13) code as a subroutine

to model corium/concrete interactions. Hurfin (13) stressed that the model repre-

sented a preliminary qualitative description of the major core/concrete interaction

phenomena and he indicated that the applicability to interactions with large oxide



fractions was questionable. An improved core/concrete interaction model, CORCON-
MOD 1 (12J has been developed by Sandia National Laboratories. For the BNL calcu-
lations, the initial conditions for core/concrete interactions obtained from the
sample problem were input to the C0RC0N-MOO 1 code. The output from CORCON-MOD 1
involving water, hydrogen, carbon dioxide, and carbon monoxide generation was then
input to the MARCH analyses, which bypassed the INTER subroutine. Details of the
core/concrete reaction results are provided in the Containment Loading report (7J.

For the separate effects calculation in which the molten debris is assumed to con-
tact the liner wall, the heat transfer coefficient from CORCON was then input into
the calculational procedures for the transient heat-up of the steel liner and the
steel liner ablation calculations. The heat transfer from the molten corium to the
steel liner was modeled as one-dimensional transient convective heat transfer with
sensible and latent heat transfer. The transient heat-up of the liner from its
initial temperature to the steel melting temperature was calculated as

subject to the initial condition

Tsteel (t-0) « T Q = 300 K

where p is the steel density, T-j is the corium temperature, hi is the heat
transfer coefficient from the corium to the wall, c is the specific heat, V is the
liner volume, and A is the contact area of the liner with the molten core debris.
Note that V/A is the liner thickness, 5.

Once the liner is calculated to have heated to its melting temperature of 1750 K,
the rate of melting of the steel liner is calculated until the calculational proce-
dure is terminated. The melt rate of the liner is calculated as follows:

'steelhfs,steel £ - h . ^ - Tablate)



subject to the initial condition

6(t = tQ) = 3 cm

where hfS is the latent heat of the steel, TaDiate
 is the stee1 ablation tem-

perature, and tg is the time at the start of the ablation calculation.

Tht? calculation proceeds until one of three criteria are satisfied. First, the

calculation is terminated when the thickness of steel ablated exceeds the initial

liner thickness. This time, ~tablat:e* indicates the containment failure time at

which point fission products and aerosols would flow into the gap between the liner

and shield wall, eventually finding their way into the reactor building. The sec-

ond criterion which will terminate the calculation is if the downward erosion depth

into the concrete exceeds the depth of the coriurn against the steel liner. Once

the erosion depth exceeds the coriurn pool depth, it is assumed that contact of the

cori urn with the stsel is ended, and the threat to the liner is over. If the liner

is not penetrated at this time, it is not estimated to fail by melt-through. The

third criterion for termination of the calculation is if the calculated corium-

steel interfacial temperature falls below the steel melting temperature. Once this

occurs, melting of the liner ends, and failure by melt-through is avoided.

RESULTS FOR THE MARK I CONTAINMENT

For the TQUV sequence, the modes and timing of containment failure are intimately

related to the temperature and quantity of coriurn exiting the primary system.

There is a large uncertainty as to the condition and location of the core debris

after vessel failure, but for the purposes of this investigation, it is assumed

that a large fraction of the fuel (80%) along with all the zirconium and most of

the lower head steel (63,000 Kg) is distributed on the drywell floor.

If the core debris is retained within the Mark I pedestal area, the debris pool

would be 85 cm deep. With gas fluidization (bubbling) from corium/concrete inter-

actions (CCI), the pool depth will be even greater. It is clear that such a deep

pool will remain molten and could spread through the two pedestal access doors into

the ex-pedestal (annular) space. An even spreading over the whole available area

would produce a pool 22 cm deep (collapsed level). This is still a rather deep •

layer, but based on the scoping estimates of heat losses for the Mark I design, it

appears that spreading over the entire drywell floor is unlikely. The base case



therefore assumes that the corium wi l l cover 50 percent of the drywell f loor. The

present results use MARCH 1.1B (10) for in-vessel calculations and CORCON-MOD 1

(12) for core/concrete interaction calculations. The calculations neglect the ef-

fect of the transient spreading of the corium. A sensit iv i ty study of various i n -

put parameters is provided in the Containment Loads report [Vj, and comparisons to

other analytical methods are given in the Standard Problem consensus report (14).

For the present results, we consider only two extreme cases to i l l us t ra te tha ef-

fect of containment leakage estimates on the containment response.

There are two major variations of this base case: A high temperature case (at the

fuel melting point) and a low temperature case (at the melting point of steel) . I t

is assumed that for the low temperature case, the core debris could not flow and

would remain confined within the pedestal wa l l . Conversely, the high temperature

case 1s expected to spread rapidly into the annular space surrounding the pedes-

t a l . These two cases, I l lus t ra ted in Figure 2, produce dramatically different re-

sul ts , but most of this difference Is due to the debris temperature difference and

not to geometric differences.

Note that for the high temperature case, the ultimate capacity of the containment

(.91 MPa or 132 psia) is reached within 2 hours after vessel f a i l u re , although no

fai lure is modeled in th is calculation. However, our investigation also indicates

that the seal on the upper head could begin to leak at .69 MPa. This leakage area

is modeled to increase l inear ly with pressure up to 90 cm2 (14 in2) at .91 MPa.

When th is leakage model is included in the calculat ion, even the l im i t ing high tem-

perature debris case is prevented from reaching the ultimate capacity of the con-

tainment as shown in Figure 3. The lea.age i t s e l f w i l l release f ission products to

the reactor building, but catastrophic overpressure fai lure is averted and the re-

lease may be mitigated by the reactor building standby gas treatment system (SGTS),

i f i t is available. Note that the low temperature debris case (also shown in Fig-

ure 2) does not reach .69 MPa during the five-hour simulation. Even for the low

temperature case, the leakage in i t ia t ion pressure (.69 MPa) w i l l be reached, even-

tua l l y , but at these low noncondensable gas production rates, the leakage model

w i l l keep the pressure near .70 MPa.

The previous calculations assume that the spreading debris w i l l not reach the dry-

well wal l . The results of the calculations that were performed for the local l iner

fa i lure problem assuming that the debris; does reach in the wall are indicated in



Table 1. I t is clear from the table that in most cases studied, the steel l iner

was calculated to fa i l by ablation very rapidly, in one case as rapidly as 3-1/2

minutes after contact with the molten core debris. In two of the eight cases stud-

ied, i t was calculated that the l iner would not f a i l by local melt-through at a l l .

This occurred for the low temperature corium cases (1775 K and 1900 K) on the ba-

saltic-type concrete. Due to the low ablation temperature assumed for the basaltic

concrete cases (-1450 K), the coriur: temperature dropped very rapidly upon con-

tact with the concrete since the basal*.> concrete acts as a rapidly ablat ing, low

temperature heat sink. As a resu l t , the -rium debris temperature f e l l very rap-

idly below the steel ablation temperature, 1775 K, ending the ablation of the l iner

early. I f at th is time the l iner had not been calculated to have been penetrated,

i t was assumed that no further threat by local melt-through wi l l occur and the cal-

culation was terminated. The only basalt concrete cases in which the drywell l iner

failed by melt-through were for the high corium temperature cases of 2550 K. For

these two cases, i t took only 5-1/2 minutes to ablate the l iner and fa i l the

drywell.

For al l the limestone concrete cases studied, the steel drywell l iner was calcula-

ted to melt through rapidly. The time to melt through varied from 3-1/2 minutes

for the 2550 K corium cases to 45 minutes for the 1775 K corium case. Once again

as for the 2550 K basalt cases, varying the percent of the core from 80% to 60% had

l i t t l e impact on the fai lure times. Since the ablation temperature of the lime-

stone-type concrete was assumed to be 1750 K, the same as the melting temperature

of the steel l i ne r , the debris remained s l ight ly above this temperature long enough

to ensure the eventual melt-through fai lure of the drywell l iner , even for the case

that the debris i n i t i a l temperature was 1775 K.

RESULTS FOR THE MARK I I CONTAINMENT

Since there is considerable uncertainty as to the debris conditions at the time of

reactor vessel fa i lu re , a sensi t iv i ty study was conducted from the basic TQUV se-

quence outlined in Section 3. Comparisons of peak pressures and temperaturas are

included in Table 2. The design pressure for the Mark I I containment is .48 MPa,

the design temperature 1s 444 K for the drywell chamber and 378 K for the wetwell

chamber. For the eight cases involved in th is study, the predicted atmospheric

temperatures in both drywell and wetwell chambers exceed the design temperatures.

But the concrete and steel l iner temperatures in both chambers are lower than the

corresponding design values. The predicted peak pressures are also higher than the

design pressure. For three cases (Cases 5, 5a, and 7a in Table 1) the peak



pressure i s above 0.9 MPa which i s close t o (but does not exceed) the estimated

containment f a i l u r e pressure (1 .0 MPa).

Note tha t two of the Mark I I cases (5c and 5d) assume that some of the core debris

flows through the dovmcomers and i s quenched by the pool .

The hiqh temperature l imestone case (Case 5) i s chosen to i l l u s t r a t e the e f fec t o f

the predicted leakage for the Mark I I containment. The pressure response for t h i s

case w i th and without leakage i s shown in Figure 4. For the no leakage case, the

predicted pressure rap id ly approaches the u l t imate capacity of the containment (1.0

MPa). But f o r tns estimated leakage area {§), the compartment pressure i s predic-

ted to remain wel l below the u l t imate capaci ty .

The s e n s i t i v i t y study resu l ts f o r the Mark I I containment ind icate tha t the co.i-

tainment pressure w i l l not increase enough t o cause catastrophic f a i l u r e . However,

the combination of the pressure and temperature loading is predicted to cause s i g -

n i f i c a n t leakage from the containment. Thus, seal leakage rather than catastrophic

f a i l u r e may be the dominant f a i l u r e mode fo r the TQUV sequence. Note that the

leakage path i s predicted {§) t o be through the drywell head i n to the re fue l ing

area. For some Mark I I containments, the releases in the re fue l ing area could be

mit igated by a v a i l a b i l i t y o f the SGTS.

For the Mark I I containment, the drywell l i n e r i s fastened d i r e c t l y to the concrete

wall and no s ign i f i can t leakage i s expected even i f the debris spreads across the

drywell f l o o r and melts the l i n e r .

CONCLUSIONS

For a TQUV accident sequence, the mode and t iming of containment f a i l u r e i s

c losely re la ted to the temperature and quant i ty o f corium ex i t i ng the primary sys-

tem. There i s a large uncer ta in ty as to the cond i t ion and locat ion o f the core de-

b r i s a f t e r vessel f a i l u r e . However, even i f we assume that the corium i s at a high

temperature with maximum non-condensable gas generation from the decomposing con-

c re te , the containment performance resul ts (6) Ind icate that there are potent ia l

sources o f leakage which may be su f f i c i en t t o prevent catastrophic overpressure

f a i l u r e o f the Mark I containment. However, the resu l ts also ind ica te tha t 1f the

debris spreads a l l the way t o the drywell w a l l , the debris could cause local l i n e r



penetration via melting. This melt-through has the potential to cause containment

fai lure prior to reaching overpressure fai lure point.

For a TQUV accident in the Mark I I containment, even without seal leakages, catas-

trophic fa i lure is not predicted to occur during the five-hour simulation. How-

ever, containment temperatures and pressures are predicted to be well above the de-

sign value and substantial leakage through the dryweli seals could occur using the

leakage modeling developed by the Containment Performance Group (6).

Although f ission product release calculations have not been performed at BNL, i t is

clear that a slow release over many hours would be less than for the previously as-

sumed catastrophic fa i lure. There is also the potential for additional reduction

due to the action of the standby gas treatment system.
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Table 1

SUMMARY OF BUR MARK I CONTAINMENT LINER MELT-THROUGH RESULTS

RUN

1

2

3

4

5

6

7

S

CONCRETE*

B

L

B

L

1

L

g

I.

CORIUH
TEMPERATURE

tw
1775

1775

1900

1900

2550

2550

2550

2550

Z OF CORE

80'

ao
80

80

80

80

60

60

TIME TO
FAIL LINER(S)

HO MELT-THROUGH

2 8 4 2

NO KELT-THROUGH

895

328

208

325

226

AXIAL*
CONCRETE

EROSION Cca)

3.3

1.2

7.*

1.5

. 4.0

1.6

3.6

1.6

THICKNESS*
OF LINER

ABLATED (cm)

0.1

3 .0

0 .3

3.0

3.0

3.0

3.0

3.0

I - B i u l c , L • Uax*con«

' AC liner Kit-through time.

Table 2

SUMMARY OF MARCH/CORCON RESULTS FOR THE TQUV SEQUENCE
IN A MARK II CONTAINMENT

Case

Corlun Spread (in)
Debris Temperature (*F)
Concrete Type
Free H20 (X)
Pool Lasses (1]

Results

Peak Pressure (psia)
Peak Temperature (#F)
Drywell Atmosphere
Orywell Concrete
Drywe11 Steel Liner
Uetwell Atmosphere
Wetxell Concrete
Wetted Steel Liner

S

5
4130

L
3
a

130

623
320
31S
360
205
205

5a

5
4130

L
6
0

135

670
330
330
360
205
205

5c

5
4130

L
3

25

102

570
305
275
345
195
195

5d

S
4130

L
3

50

83

510
280
265
335
170
170

6

3
2700

L
3
0

118

600
340
330
345
190
190

7

5
4130

B
4
0

114

480
310
280
34S
200
200

7a

5
4130

B
8
0

140

585
325
325
355
200
200

S

3
2700

B
4
0

94

450
280
280
345
190
190
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Figure 1 Drywell liner-concrete shield wall gap geometry
(reproduced from Reference 5).
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Figure 2 Calculated pressure response to a Class I loss-of-make-up accident
1 in a BWR Mark I containment for two limiting core debris tempera-

tures at vessel failure based on CORCON gas generation rates .


